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AQUARIUS 6
AQUARIUS 6 Two Preset Control Desk

Model TPD600
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1. INTRODUCTION
The Aquarius 6 is a six channel two preset control desk designed for small installations and drama
groups.
Each of the two presets is provided with a separate master situated in the centre of the panel. The B
master operates in the reverse direction to the A to allow an easy manual dipless crossfade.
If AUTO is selected the crossfade between the two presets is initiated by pressing the CROSSFADE
button, with the crossfade time set using the RATE control.
In each case the active preset is indicated by a green LED indicator along side the master fader. These
are both turned off when the BLACKOUT switch is activated.
Each channel is also provided with a flash to full button.

2. INSTALLATION
All connections to The AQUARIUS 6 are via a locking 8 pin DIN socket or an internal terminal block,
and the desk can normally be powered from the D.C. output of the dimmer pack which it is controlling.
If the connections are to be hard wired, first remove the 4 x M3 screws to release the rear cover. Feed the
8 core cable through the grommet hole provided and connect to the terminal block on the rear of the PCB.
Finally refit the rear cover.
The unit is designed for 19" Rack Mounting. It occupies 3 units of panel height and a space of 100 m.m.
should be allowed behind the panel.
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3. OUTPUT CONNECTOR

4. TECHNICAL SPECIFICATION
Supply Voltage:- 15 - 22V D.C. @ 100 m.A.
Output Voltage:- 0 - 10V D.C.
Output Connector:- Locking 8 Pin DIN + Internal Terminal Block.
Dimensions:- 482(W) x 133(H) x 50(D) m.m. (19" x 3U)
Weight:- 2Kg.
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