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Multiform has a 35 years history in providing 
entertainment and architectural markets with quality 
lighting control solutions. Starting off in  1972 
with the soon-to-be-legend MultiPhase© range 
of integrated lighting controllers, Multiform has 
always been ahead of the game with introduction 
of new technologies, whether it was the integration 
of microcontrollers into club lighting systems 
or the early adoption of the DMX serial digital 
control standard. With regulatory compliance and 
reliability built on product quality at the core of the 
product philosophy, Multiform products such as the 
MultiPhase©, MultiPac©/Rackpac, Zodiac, Aquarius, 
Light-J, Lightmix, Maestro and Quattro have been 
good companions during countless shows and gigs 
for bands and DJs in the last three decades. 

During a major product overhaul starting in 2006, 
the Multiform engineering team focused another 
time on new, groundbreaking technology, adopt-
ing solid state LED illumination into a range of new 
products, namely the MultiSpot©, MultiWash© and 
MultiFlood© fixtures, and creating the first ever pre-
set RGB LED lighting controller, the MultiLED©. With 
its course set on extending the LED range, Multi-

form’s engineers still revived the core MultiPac© line 
of incandescent lamp dimmers for full coverage of 
all illumination technologies.   

Multiform products are conceptualized in Europe, 
designed by a collateral engineering team in Eu-
rope and Asia, and made at our Asian manufac-
turing affiliate, under full European control and in 
compliance with international quality standards.

More information at:
www.multiform-lighting.com

Global distribution by:
Adelto Ltd. 
14A, Flat A, Unionway Commercial Centre
No. 283 Queens Road Central
Hong Kong
Tel +852 83 40 61 56
Fax +852 83 43 22 09
E-mail info@adelto.com
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The MultiSpot Eco© resembles the shape of the highly successful Multispot range, 
but is based on a plastic body with single bracket and a RGB LED panel with 195 
LEDs, plus a linear power supply unit without sound-to-light circuit. This allows for a 
much more aggressive price point whilst maintaining the unique Multispot appea-
rance and Multiform’s 4-channel DMX user concept, offering stand-alone and also 
remote-control operation with unprecedented ease of use. The MultiSpot Eco© is 
the perfect choice for remote-controlled installed systems or smaller mobile systems 
that require a less road-proof construction. 

Multiform News 2008

www.multiform-lighting.com

LS1195 MultiSpot Eco©

The Multispot HP© moves the unique Multispot appearance to the next perfor-
mance level. By using an array of 9 pcs. of new 3 W MulTriCell© LED devices, it 
delivers 27 W of solid state lighting power, while perfecting Multiform’s UCO© 
(uniform color output) approach, leaving the days of visible red, green and blue 
LEDs behind. The lens panel with 36 mm ClearPass© lenses is interchangeable and 
allows dispersion angles of 8, 25, 45 or 60 degrees, to match any application per-
fectly. The  Multispot HP is designed to use the proven convection-cooled Multiform 
PS020A power supply, which provides silent switch-mode power with all regulatory 
approvals as well as the unbeaten 4-channel DMX user concept, offering stand-
alone and also remote-control operation with unprecedented ease of use.

LS1009 MultiSpot HP©

The MultiBeam© marks Multiform’s top-of the-line offer in indoor LED lighting fix-
tures. By using an array of 18 pcs. of new 3 W MulTriCell© LED devices, it delivers 
54  W of solid state lighting power, while perfecting Multiform’s UCO© (uniform 
color output) approach, leaving the days of visible red, green and blue LEDs be-
hind. The lens panel with 36mm ClearPass© lenses is interchangeable and allows 
dispersion angles of 8, 25, 45 or 60 degrees, to match any application perfectly. 
The MultiBeam© uses a new internal 60 W active PFC switch mode power supply 
with forced cooling to grant compliance with EN61000-3-2, while maintaining the 
unbeaten 4-channel DMX user concept, offering stand-alone and also remote-
control operation with unprecedented ease of use.

LS1018 MultiBeam©

The MultiWall© opens the new application field of architectural short- to medium 
throw wall coloring to Multiform’s range of LED illumination fixtures. It delivers 
54 W of solid state lighting by means of 162 pieces of 10 mm high-brightness 
MutiCell© LEDs, and is equipped for indoor as well as outdoor applications (by op-
tional conversion kit). The MultiWall© uses a new internal 60 W active PFC switch 
mode power supply to grant compliance with EN61000-3-2, while maintaining 
Muliform’s successful 4-channel DMX user concept, offering stand-alone and also 
remote-control operation with unprecedented ease of use. 

LS1162 MultiWall©
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The MultiArc-2© is Multiform’s first outdoor LED device, providing IP65 waterproof features in a sleek, elegant 
shape that fits the most demanding outdoor architectural applications. It works with 36pcs. of 1 W high power 
LEDs, bonded to an aluminum substrate PCB that is attached to a die-cast aluminum housing. This grants sufficient 
convection cooling even in demanding environments. Based on the proven PS020A switch mode power supply, 
the MultiArc-2© contains Multiform’s successful 4-channel DMX control scheme in an adapted version for outdoor 
use. The MultiArc-2© will be available with different optics, offering factory-preset dispersion angles of 15, 30 or 
45 degrees. 

LS036W MultiArc-2© 

Watch our for further news in 2008…
here is what we work on – 
Multiform goes Outdoor!
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•  307 Bright MONOCELL© LEDs: 
 102 red – 102 green – 103 blue
• 12 Degrees dispersion angle
• Polished reflector with honeycomb louver 
 for consistent beam
• PC Protection screen for LEDs and reflector 
• Less than 25 W power consumption
• Perfect for RGB color mixing
• Silent operation – no fan
• Sleek design with rugged all-metal construction
• Split-style bracket for hanging or 
 floor-standing operation
• Safety lug mounting point

• Wide-range switch mode technology
• 3-Channel output, suitable for LS series LED panels
• ABAM Modulation for smooth and 
 color-neutral LED dimming
• Internal control with 19 color presets and 
 28 pattern presets
• Master/Slave mode for internal control to daisy-chain 
 any number of units
• Sound-to-light mode
• External DMX 512 control (4 channels: 
 R/G/B/dimmerstrobe or Color/Dimmer/Strobe or )
• In-built DMX termination
• Option to disable Display in dark environments
• Silent operation – no fan

MultiSpot© series

www.multiform-lighting.com

LS1310 Passive RGB LED Panel PS020A 3-Channel DMX-controlled 
power supply
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The MultiSpot© series comprises of the LS1310 passive RGB LED 
panel and the PS020A 3-channel DMX-controlled power supply. 
It provides a unique solution for all applications that require a 
narrow angle, high-brightness color-mixing spot light with maxi-
mum ease of use – from club to stage lighting, from commercial 
to architectural purposes. 307 high-brightness LEDs provide a 
controlled, narrow beam in combination with the unique po-
lished reflector. The first-time use of an aluminum louver avo-
ids the tawdry impression that many RGB fixtures leave with the 

spectator due to their exposed single-color LEDs. The MultiSpot© 

series can be run stand-alone with the option to synchronize as 
many units as needed without external controller, or by external 
DMX512 control. 19 internal color presets and a multitude of in-
ternal chaser presets allow effective set-up of decorative or com-
mercial light settings without need for programming or external 
control. The MultiSpot® series is tested and certified to comply 
with all major safety regulations, environmental protection re-
quirements and electromagnetic emission/immission demands.

MultiSpot© LS1310 passive RGB LED panel 

Number of LEDs:  307 1-Chip LEDs = 307 LED elements

Arrangement:   102 red, 102 green, 103 blue

Dispersion angle:   12 degrees

Supply requirements:   3 x 24 V / 375 mA DC

Total power consumption:  Max. 24.8 W

Dimensions W x H x D:   with bracket 267 x 276 x 55.5 mm;

  without bracket 210 x 211.5 x 55.5 mm

Weight:   1.2 kg

Order Code:   99-010-0017-00001-9-01

PS020A DMX-controlled RGB power supply

Supply voltage range:   90-250 V, 50-60 Hz 

Output:   3 x 24 V/max. 630 mA

Control protocol:   DMX 512 (1990)

Modulation system:   Bit Angle Modulation (BAM)

Dimensions W x H xD:   135 x 109 x 37.5 mm

Weight:   0.6 kg

Order Code:   99-010-0017-00001-9-50

Cross-selling products: LC300H handheld controller 
    TB4MS transport case for 4 x LS1310 + PS020A
    MA4FA Foldable T-Bar
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•  126 MultiCell© LEDs: 
 54 red – 36 green – 36 blue 
•  28 Degrees dispersion angle
•  Polished reflectors with honeycomb louver for 
 consistent beam
•  PC Protection screen for LEDs and reflector 
•  Less than 42 W power consumption
•  Perfect for RGB color mixing
•  Silent operation – no fan
•  Sleek design with rugged all-metal construction
•  Split-style bracket for hanging or floor-standing operation
•  Safety lug mounting point

• Wide-range switch mode technology
• 3-Channel output, suitable for LS series LED panels
• ABAM Modulation for smooth and 
 color-neutral LED dimming
• Internal control with 19 color presets and 
 28 pattern presets
• Master/Slave mode for internal control to daisy-chain 
 any number of units
• Sound-to-light mode
• External DMX 512 control (4 channels: 
 R/G/B/dimmerstrobe or Color/Dimmer/Strobe or )
• In-built DMX termination
• Option to disable Display in dark environments
• Silent operation – no fan

MultiWash© series

www.multiform-lighting.com

LS1130 Passive RGB LED Panel PS020A 3-Channel DMX-controlled 
power supply
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The MultiWash© series comprises of the LS1130 passive RGB 
LED panel and the PS020A 3-channel DMX-controlled power 
supply. It provides a unique solution for all applications that 
require a medium angle, high-brightness color-mixing wash 
light with maximum ease of use. 126 ultra-bright MultiCell© 
LEDs provide a controlled, medium flood beam from an array 
of polished reflectors. An aluminum louver avoids the tawdry 
impression that many RGB fixtures leave with the spectator due 
to their exposed single-color LEDs. The unit can be run stand-

alone with the option to synchronize as many units as needed 
without external controller, or by external DMX512 control. 19 
internal color presets and a multitude of internal chaser pre-
sets allow effective set-up without the need for programming 
or external control. The MultiWash© series is tested and certi-
fied to comply with all major safety regulations, environmental 
protection requirements and electromagnetic emission/immis-
sion demands.

MultiSpot© LS1130 passive RGB LED panel 

Number of LEDs:  126 5-Chip LEDs = 630 LED elements

Arrangement:   54 red, 36 green, 36 blue

Dispersion angle:   28 degrees

Supply requirements:   3 x 24 V / 580 mA DC

Total power consumption:  Max. 42 W

Dimensions W x H x D:   with bracket 324 x 321.5 x 60 mm;

  without bracket 265 x 253 x 60 mm

Weight:   2.3 kg

Order Code:   99-010-0027-00001-9-00

PS020A DMX-controlled RGB power supply

Supply voltage range:   90-250 V, 50-60 Hz 

Output:   3 x 24 V/max. 630 mA

Control protocol:   DMX 512 (1990)

Modulation system:   Bit Angle Modulation (BAM)

Dimensions W x H xD:   135 x 109 x 37.5 mm

Weight:   0.6 kg

Order Code:   99-010-0017-00001-9-50

Cross-selling products: LC300H handheld controller
    TB4MS transport case for 2 x LS1130 + PS020A
    MA2 T-Bar
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•  126 MultiCell© LEDs:
 42 red – 42 green – 42 blue 
•  28 Degrees dispersion angle
•  Polished reflectors for consistent beam
•  PC Protection screen for LEDs and reflector 
•  Less than 42W power consumption
•  Perfect for effects lighting
•  Silent operation – no fan
•  Sleek design with rugged all-metal construction
•  Split-style bracket for hanging or floor-standing operation
•  Safety lug mounting point

• Wide-range switch mode technology
• 3-Channel output, suitable for LS series LED panels
• ABAM Modulation for smooth and 
 color-neutral LED dimming
• Internal control with 19 color presets and 
 28 pattern presets
• Master/Slave mode for internal control to daisy-chain 
 any number of units
• Sound-to-light mode
• External DMX 512 control (4 channels: 
 R/G/B/dimmerstrobe or Color/Dimmer/Strobe or )
• In-built DMX termination
• Option to disable Display in dark environments
• Silent operation – no fan

MultiFlood© series

www.multiform-lighting.com

LS3042 Passive RGB LED Panel PS020A 3-Channel DMX-controlled 
power supply
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The MultiFlood© series comprises of the LS3042 passive RGB 
LED panel and the PS020A 3-channel DMX-controlled power 
supply. It provides a unique solution for mobile and fixed disco 
and stage light applications where chase light and light organ 
effects are required – with maximum ease of use, high bright-
ness and low power consumption. 126 ultra-bright MultiCell© 
LEDs provide a controlled, medium flood beam of each color 
in combination with the unique array of polished reflectors. 
The MultiFlood© series can be run stand-alone with the op-

tion to synchronize as many units as needed without external 
controller, or by external DMX512 control. A multitude of inter-
nal chaser presets allow the effective set-up of impressive light 
shows without need for programming or external control. The 
MultiFlood© series is tested and certified to comply with all ma-
jor safety regulations, environmental protection requirements 
and electromagnetic emission/immission demands.

MultiSpot© LS3042 passive RGB LED panel

Number of LEDs:  126 5-Chip LEDs = 630 LED elements

Arrangement:   42 red, 42 green, 42 blue

Dispersion angle:   28 degrees

Supply requirements:   3x24 V/580 mA DC

Total power consumption:   Max. 42 W

Dimensions W x H x D:  with bracket 483x308x60mm;

  without bracket 423x226x60mm

Weight:   4.6kg 

Order Code:   99-010-0227-00001-9-00

PS020A DMX-controlled RGB power supply

Supply voltage range:   90-250 V, 50-60 Hz 

Output:   3 x 24 V/max. 630 mA

Control protocol:   DMX 512 (1990)

Modulation system:   Bit Angle Modulation (BAM)

Dimensions W x H xD:   135 x 109 x 37.5 mm

Weight:   0.6 kg

Order Code:   99-010-0017-00001-9-50

Cross-selling products: LC300H handheld controller
    TB4MF transport case for 2 x LS3042+PS020A
    MA2 T-Bar
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•  Simple but intelligent controller for all Multiform LED 
 fixtures 
•  “Plug and play” – no programming necessary
•  4 basic operation modes: Blackout, All-on, Pattern, 
 Strobe
•  In pattern mode: 10 patterns can be run with 
 10 color moods (100 combinations)
•  In pattern mode: Speed and transition time can be 
 adjusted
•  In strobe mode: color and speed of strobe can be 
 adjusted

•  Wide-gain sound-to-light function with internal micro-
 phone and external audio input
•  Tap tempo function to adjust speed according to 
 button taps
•  Output pattern adjustable to different room 
 configurations: 1x3 / 2x3 / 1x4 / 2x4 spots
•  Bright 4x14 Segment LED display
•  DMX Output
•  Input for optional foot controller LC400F
•  Powered by external wide-range switch mode power 
 supply (supplied)

MultiLED© LC300H Controller

www.multiform-lighting.com

LC300H MultiLED© Handheld LED controller
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The MultiLED© LC300H DMX LED handheld controller is spe-
cifically designed to work with Multiform’s DMX-Controlled 
power supplies to provide easy and user-friendly control over 
any connected Multiform LED device. The MultiLED© LC300H 
DMX LED handheld controller focuses on giving the user ac-
cess to the most frequently used presets such as chaser pat-
terns, color choices, scene settings and strobe options – giving 
more than 100 effects at the touch of a button. Presets can be 
adjusted in key parameters but no programming is necessary, 
which makes the entire system “plug-and-play”. A sophistica-
ted sound-to-light circuit, fed by the internal microphone or an 
external music signal, provides visual alignment with the music 
played, and can be assisted by a tap-tempo function. Bands, 

mobile DJs, small clubs and venues as well as commercial ap-
plications from exhibition to display and shop lighting will find 
the MultiLED© LC300H DMX LED handheld controller the best 
and most versatile way to control their Multiform LED lighting 
system. The unit is prepared for connection to the Multistep© 
LC400F foot remote control, which allows to control the 
BLACK OUT mode, the ALL ON mode, the STROBE mode and 
tap tempo remotely via 4 foot switches – perfect for any small 
band or entertainer. The MultiLED© LC300H DMX LED hand-
held controller is tested and certified to comply with all major 
safety regulations, environmental protection requirements and 
electromagnetic emission/immission demands.

LC300H MultiLED© Handheld LED controller 

Input connections:  ¼“ TRS for LC400F foot remote control

Output connections:   3-pin XLR (DMX512/1990)

Supply voltage:   9 V DC 

  (power adaptor supplied, locking 

  connector, input 100-240 V AC, 50-60 Hz)

Dimensions W x H x D:   92 x 132 x 52 mm

Weight:   0.6 kg

Order Code:   99-010-0167-00001-9-01

Cross-selling products: LC400F Foot remote control
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•  Portable 2-channel x8A SCR-based switch pack
•  Total max. load 16 A
•  DMX512 control
•  7 internal chaser programs for stand-alone operation
•  Check function for both channels without DMX signal
•  Switchable DMX termination
•  Screw-mounted 25 A oversized triacs with individual 
 fuse per channel

•  Locking IEC-C20 socket for detachable power cord 
 (non-locking cord supplied, locking cord optional)
•  M10 thread insert for truss clamp
•  M6 thread insert for safety lug
•  IEC Outputs

LP208S MultiPac©

www.multiform-lighting.com

LP208S MultiPac© DMX-controlled 2-channel switch pack
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The MultiPac© LP208S DMX-controlled switch pack allows to 
switch two load channels of up to 8 A each remotely from a 
single phase 16A supply, which provides ultimate control over 
distributed switched equipment and gear. With its on-board 
controls added by the remote control function via DMX, the 
Multipac LP208S DMX-controlled switch pack can be used for 
applications such as stage and disco lighting effects, fog ma-
chines and any kind of moving mechanisms. Oversized com-
ponents, a well designed cooling system and truss mounting/

safety lug thread inserts make the MultiPac© LP208S DMX-con-
trolled switch pack safe to operate. The unit is tested and certi-
fied to comply with all major safety regulations, environmental 
protection requirements and electromagnetic emission/immis-
sion demands.

LP208S MultiPac© DMX-controlled 2-channel switch pack

Power handling:  2 channels x8A, max. total load 16 A

Output connections:   IEC

Supply voltage range:   100-250 V, 50 Hz, max. 16 A

Dimensions W x H x D:   154 x 117 x 45 mm

Weight:   0.4 kg

Order Code:  IEC Version:  99-010-0037-00001-9-01
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LP405D MultiPac©

www.multiform-lighting.com

LP405D MultiPac© DMX-controlled 4-channel dimmer pack

•  Portable 4-channel x5A SCR-based dimmer pack
•  Total max. load 16 A, in-built current sensing limiter
•  DMX512 control
•  9 internal chaser programs for stand-alone operation
•  Channel potentiometers for setting a scene without 
 external control
•  Foot switch input for black out function 
•  Editable dimmer curve (lin/log), switch/dim function 
 (per channel), preheat (0/3/6%), level limit (per channel) 
 and output configuration (4x1 channel, 2x2 channel, 
 1x4 channel)
• Switchable DMX termination
• Safety lug mounting point

• Output coils mounted in damping rubber suspension
• Screw-mounted 25 A oversized triacs with individual 
 fuse per channel
• Input filter to comply with EN61000-3-3 flicker 
 regulations 
• Locking IEC-C20 socket for detachable power cord 
 (non-locking cord supplied, locking cord optional)
• M10 thread insert for truss clamp
• M6 thread insert for safety lug
• Handle for convenient transportation
• Convection-cooled for silent operation
• Available in IEC, Schuko and NEMA output 
 configurations
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The MultiPac© LP405D DMX-controlled dimmer pack combines 
all features that mobile or permanently installed lighting rigs 
may need if run from a single phase 16 A supply, being one of 
the few dimmer packs sporting a current limiter to avoid your 
AC supply’s fuse breaker to blow in the middle of a gig.  With 
its on-board controls and sophisticated edit options, added 
by the remote control function via DMX, the Multipac LP405D 
DMX-controlled dimmer pack can be used in any scenario from 
band lighting, mobile DJ setups, general rental applications 

to shop and display lighting. Major attention has been paid 
to keep operation simple but still allow sophisticated editing 
of settings like dim curve, preheat and channel configuration 
if required. Oversized components, a well designed cooling 
system and truss mounting/safety lug thread inserts make the 
MultiPac© LP405D DMX-controlled dimmer pack safe to ope-
rate. The unit is tested and certified to comply with all major 
safety regulations, environmental protection requirements and 
electromagnetic emission/immission demands.

LP405D MultiPac© DMX-controlled 4-channel dimmer pack

Power handling:   4 channels x5 A, max. total load 16 A, 

  in-built current limiter

Output connections:   IEC, Schuko or NEMA

Supply voltage range:   220-250 V, 50 Hz, 

  max. 16 A (IEC, Schuko version)

  110-120 V, 60 Hz, 

  max. 16 A (NEMA version)

Dimensions W x H x D:   234 x 162 x 81 mm

Weight:   2.8 kg 

Order Codes: Schuko Version:  99-010-0047-00001-9-01

 IEC Version:  99-010-0047-00001-9-21

 NEMA Version:  99-010-0047-00001-9-41
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